Transformers for installation - 230VAC - [2VDC

Non-dimmable transformers that are connected to 230VAC on the input with

screw terminals and to 12VDC on the output.

Transformers for making installations, where there is a need for 12VDC. The m a‘h"on |CS \ |

transformers are connected to 230V on the input with screw terminals and
Buy online at www.matronics.eu/503205

to 12V on the output. The round model only has wires.

Specifications
Ambient -20°C til +45°C


https://www.matronics.eu//products/datasheet/503205

Product overview

.OOOmMA - 12W (round)

SKU 500051
Dimensions: 23 x @55mm

2500mA - 30W

SKU 503210
Dimensions: 18 x 155 x 50mm

5.000mA - 60W SLIM

SKU 503240
z) Dimensions: 18 x 300 x 30mm

8.330mA - |IOOW

SKU 503225
Dimensions: 32 x 180 x 65mm

I5.000mA - 180OW

SKU 503230
Dimensions: 32 x 195 x 66mm

[.250mA - 5W

SKU 503205
Dimensions: 15 x 112 x 35mm

5000mA - 60W

SKU 503215
Dimensions: 22 x 185 x 63mm

6.025mA - 75W

SKU 503220

8.330mA - |IOOW SLM

SKU 503242
za3 Dimensions: 18 x 321 x 30mm

Dimensions: 30.3 x 200.8 x 63.3mm



Product pictures
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